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series 
Hydraulic energy storage

Agricultural, Forest, 
Municipal vehicles, Naval, Construction 

Machines, Industrial applications

3.810 
Hydraulic energy accumulators  battery
Batteria di accumulo energia idraulica

Product exposed to burst test in the laboratories
Prodotto sottoposto a prove di scoppio presso i laboratori

R-Hydro-Battery
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Applications:

Mobile vehicles
Industrial plants
Energy storage

Energy recovery
Braking systems
Energy storage
Emergency functions
lifting vehicles

Applicazioni :

Veicoli mobili
Impianti industriali
Accumulo di energia

Recupero di energia
Sistemi di frenata
Accumulo energia
Funzioni di emergenza
Macchine di sollevamento

The REVORTEX Hydraulic energy storage system is a device specifically customized for 
each machine requirement that accumulate energy during the dead  working phase (when 
the mass drags the machine) and subsequently release hydraulic energy in the hydraulic 
systems during the active Phase ( when the machine is requiring power.
The Revortex Hydraulic accumulators SENSOR Series integrates Normally OPEN, Normally 
CLOSED Pressure switches or Transducers, with different voltage or current, in according 
with the customer requests.
Each storage battery is calculated based on the customer’s needs and tested and optimized 
until the required objectives are achieved, before series production.

GIl sistema di accumulo di energia idraulica ROVORTEX è un dispositivo specificamente 
personalizzato per le esigenze di ogni macchina, che accumula energia durante la fase di 
lavoro morto (quando la massa trascina la macchina) e successivamente rilascia energia 
idraulica nei sistemi idraulici durante la fase attiva (quando la macchina richiede potenza).
Ogni batteria d’accumulo viene calcolata sulla base delle esigenze del cliente e testata e 
ottimizzata fino al raggiungimento degli obiettivi richiesti , prima della produzione in serie.

Tecnical specifications
Specifiche tecniche

Battery max pressure:  350 bar	  		  Hydraulic energy accumulators battery 

Pressioni massime della batteria :  350 bar 	 Batteria d’accumulo energia idraulica

Operating fluid temperature		  -20°C to +80°C (Standard )

Temperatura operativa del fluido		  -20°C fino a +80°C ( Standard )

Advantages
Vantaggi

Improves the efficiency of hydraulic circuits and vehicles
High power density
Customizable on any machine or vehicle

Migliora l’efficienza dei circuiti idraulici e dei veicoli
Alta densità di potenza
Customizzabile su ogni macchinario o veicolo 

For More Info, Please contact: / Per maggiori Informazioni Contattare: 

Revortex srl 
Headquarter / Sede legale: Via Bruno Tosarelli, 23 - 40055  - Castenaso - BO - Italy
Production Plant / Sede produttiva: Via Cassola 28/1 - 28/6  - Z.I Corallo-Sveglia - 40050 
MONTEVEGLIO VALSAMOGGIA - BO - Italy
info@revortex.eu - revortex.eu
Vat number : 03738231202

Operating Fluids 		  Resistant to oil HL - HLP and Fire retardant HFA
				    (other fluids on request)
Fluidi operativi 		  Resistente a oli HL - HLP e fluidi fuoco-ritardanti HFA
				    (altri fluidi a richiesta)

Compression Ratio:    	 over    1:10

Rapporto di compressione:  superiore  a 1:10

Energy recovering 
performance

Hydraulic accumulator 
Battery

Electric battery Li-ion

Power density 5KW/Kg 0,5KW/Kg

Energy density 4-11 KJ/Kg 150 KJ/Kg

Round-Trip 
Efficiency

94% 81%


